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the inside surface protected against 
corrosion. 

(f) Each heating element must have a 
temperature regulating device. The de-
vice must limit the water from obtain-
ing a temperature greater than 90 °C 
(194 °F). If the control has a marked off 
position, the control must disconnect 
the heating element from all 
ungrounded conductors, and it must 
not respond to temperature when 
placed in the off position. 

(g) An independent temperature lim-
iting device must prevent the water in 
the upper 25 percent of the tank from 
attaining a temperature higher than 99 
°C (210 °F). This device must require 
manual resetting, be trip free from the 
operating means, open all ungrounded 
power supply conductors to the heater, 
and be readily accessible. 

(h) Electric hot water supply boilers 
must have pressure and temperature 
relieving valves. The valve tempera-
ture setting must not be more than 99 
°C (210 °F). The pressure relief setting 
must not be higher than the marked 
working pressure of the boiler. The 
pressure and temperature relief valves 
must meet part 53, subpart 53.05 of this 
chapter. The pressure and temperature 
relief valves may be combined into a 
pressure-temperature relief valve. 

(i) Electric hot water supply boilers 
must be marked in a visible location 
with the manufacturer’s name, model 
or other identification number, water 
capacity, and the electrical ratings of 
each heating element. When two or 
more heating elements are installed, 
the maximum wattage or current con-
sumption must be indicated. The cold 
water inlet and the hot water outlet 
must each be clearly distinguished or 
marked for identification purposes. 

(j) All electric hot water supply boil-
ers must have their pressure relief de-
vices tested as required by part 52 or 
part 53 of this chapter, as applicable. 
Electric hot water supply boilers which 
meet the requirements of ANSI/UL 174 
or ANSI/UL 1453 and have heating ele-
ments, temperature regulating con-
trols, and temperature limiting con-
trols are satisfactory for installation 
and service without further installa-
tion testing. All electric hot water sup-
ply boilers not meeting the require-
ments of ANSI/UL 174 or ANSI/UL 1453 

must have their heating elements, tem-
perature regulating controls, and tem-
perature limiting controls tested by 
the marine inspector at the time of in-
stallation. 

[CGD 88–057, 55 FR 24238, June 15, 1990, as 
amended by CGD 95–028, 62 FR 51202, Sept. 30, 
1997] 

§ 63.25–5 Fired thermal fluid heaters. 
(a) Construction. Fired thermal fluid 

heaters must meet the requirements of 
part 52 of this chapter, as applicable. 

(b) Controls. Fired thermal fluid heat-
ers must have a low fluid level cutout 
device or a low flow device. When the 
rate of fluid flow through the heating 
coils is insufficient to ensure proper 
heat transfer, the device must cut off 
the fuel supply to the burner. If the 
fluid temperature exceeds the designed 
maximum operating temperature, a 
high temperature limit device must 
cut off the fuel supply to the burner. 
These devices must be of the manual 
reset type. 

§ 63.25–7 Exhaust gas boilers. 
(a) Construction. An auxiliary exhaust 

gas boiler must meet the applicable 
construction requirements of part 52 or 
part 53 of this chapter as determined 
from § 54.01–5, Table 54.01–5(A) of this 
chapter. 

(b) Controls. Each drum type exhaust 
gas steam boiler must have a feed 
water control system. The system 
must automatically supply the re-
quired amount of feed water and main-
tain it at the proper level. For boilers 
without a fixed water level, the control 
system must supply the feed water at a 
rate sufficient to ensure proper heat 
transfer. The system must adequately 
fill the boiler when cold. 

(c) Alarms. When a condition arises 
which results in inadequate heat trans-
fer, a high temperature alarm or low 
flow alarm must be activated. An audi-
ble alarm must automatically sound, 
and a visual indicator must indicate 
when the fluid temperature exceeds the 
maximum operating temperature or 
when the fluid/steam flowing through 
the heat exchanger is insufficient to 
ensure proper heat transfer. Addition-
ally, an audible alarm must automati-
cally sound, and a visual indicator 
must indicate when a soot fire is 
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present in the exhaust gas boiler’s up-
take. 

§ 63.25–9 Incinerators. 
Incinerators installed on or after 

March 26, 1998 must meet the require-
ments of IMO resolution MEPC.59(33). 
Incinerators in compliance with ISO 
standard 13617 (1995), ‘‘Shipbuilding- 
Shipboard Incinerators-Requirements’’ 
are considered to meet the require-
ments of IMO resolution MEPC.59(33). 
Incinerators in compliance with both 
ASTM F 1323 (incorporated by ref-
erence, see § 63.05–1), ‘‘Standard Speci-
fications for Shipboard Incinerators’’ 
and Annexes A1–A3 of IMO resolution 
MEPC.59(33) are considered to meet the 
requirements of IMO resolution 
MEPC.59(33). 

[CGD 95–028, 62 FR 51202, Sept. 30, 1997, as 
amended by USCG–1999–5151, 64 FR 67181, 
Dec. 1, 1999] 

PART 64—MARINE PORTABLE 
TANKS AND CARGO HANDLING 
SYSTEMS 

Subpart A—General 

Sec. 
64.1 Purpose. 
64.2 Incorporation by reference. 
64.3 Applicability. 
64.5 Definitions. 
64.9 Maintenance, repair, and alteration of 

MPTs. 

Subpart B—Standards for an MPT 

64.11 Design of MPTs. 
64.13 Allowable stress; tank. 
64.15 Allowable stress; framework. 
64.17 Minimum tank thickness. 
64.19 External pressure. 
64.21 Material. 
64.23 Gasket and lining. 
64.25 Cross section. 
64.27 Base. 
64.29 Tank saddles. 
64.31 Inspection opening. 
64.33 Pipe connection. 
64.35 Bottom filling or discharge connec-

tion. 
64.37 Valve and fitting guard. 
64.39 Valve securing device. 
64.41 Stop valve closure. 
64.43 Lifting fittings. 
64.45 Securing devices. 
64.47 Type of relief devices. 
64.49 Labeling openings. 
64.51 Tank parts marking. 
64.53 Information plate for MPTs. 

64.55 Relief device location. 

Subpart C—Pressure Relief Devices and 
Vacuum Relief Devices for MPTs 

64.57 Acceptance of pressure relief devices. 
64.59 Spring loaded pressure relief valve. 
64.61 Rupture disc. 
64.63 Minimum emergency venting capac-

ity. 
64.65 Vacuum relief device. 
64.67 Shutoff valve. 
64.69 Location of the pressure relief device. 
64.71 Marking of pressure relief devices. 

Subpart D [Reserved] 

Subpart E—Periodic Inspections and Tests 
of MPTs 

64.77 Inspection and test. 
64.79 Inspection of pressure and vacuum re-

lief device. 
64.81 30-month inspection of an MPT. 
64.83 Hydrostatic test. 

Subpart F—Cargo Handling System 

64.87 Purpose. 
64.88 Plan approval, construction, and in-

spection of cargo-handling systems. 
64.89 Cargo pump unit. 
64.91 Relief valve for the cargo pump dis-

charge. 
64.93 Pump controls. 
64.95 Piping. 
64.97 Cargo hose. 

AUTHORITY: 46 U.S.C. 3306, 3703; 49 U.S.C. 
App. 1804; Department of Homeland Security 
Delegation No. 0170.1. 

SOURCE: CGD 73–172, 39 FR 22950, June 25, 
1974, unless otherwise noted. 

Subpart A—General 

§ 64.1 Purpose. 

This part contains the requirements 
for— 

(a) Design, construction, repair, al-
teration, and marking of marine port-
able tanks (MPTs) authorized by this 
chapter to be carried on inspected ves-
sels; 

(b) Periodic inspections and tests of 
MPTs; and 

(c) Design and construction of cargo- 
handling systems for MPTs and other 
portable tanks authorized under sub-
parts 98.30 and 98.33 of this chapter. 

[CGD 84–043, 55 FR 37409, Sept. 11, 1990; 55 FR 
47477, Nov. 14, 1990] 

VerDate Aug<31>2005 13:25 Nov 13, 2008 Jkt 214189 PO 00000 Frm 00327 Fmt 8010 Sfmt 8010 Y:\SGML\214189.XXX 214189eb
en

th
al

l o
n 

P
R

O
D

1P
C

60
 w

ith
 C

F
R


